
 

 

 

 

 
 
 

 

 

ChroZen GC is updated with two firmware sources, one is UPC firmware and the other 

one is Main&UI firmware, and these firmware files are updated to UPC boards and 

ZynQ board respectively. Temperature control, User interface on GC LCD, and other 

major functions except flow rate control are related to Main&UI firmware. Firmware 

update will be necessary when you replace the ZynQ board with new one or the latest 

version is required due to particular reasons. This service note describes how to update 

the firmware file to ZynQ board. The latest firmware version will be subject to change 

and the file will be sent via email or uploaded to our server as requested. 

 

 

 

 

 
Figure 1. ZynQ Controller Board for ChroZen GC (P/N 6701538220) 
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I. MobaXterm Download 

1. Download the zip file by clicking on the below ‘DOWNLOAD’ button. 

2. Unzip a compressed folder. 

3. Then, you can find ‘MobaXterm_Personal_11.1’ file. 

(See Figure 2) 

 

 

 
Figure 2. MobaXterm_Personal_11.1 
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II. MobaXterm Initial Setup 

1. Open the ‘MobaXterm_Personal_11.1’ file. 

* This ‘MobaXterm_Personal_11.1’ program is a portable version, so there is no need for the 

installation process. 

2. Then the initialization process is started as shown in Figure 3. 

 

 

3. After that, home screen of the ‘MobaXterm’ appears (see Figure 4). 

 
Figure 4. Home screen of the 'MobaXterm' 

4. Click on the [Session] button on the top menu (see Figure 5). 

 
Figure 5. Session settings window 

Figure 3. Initialization of the 'MobaXterm' 
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5. First, click on the [SFTP] button. 

6. Enter the IP address to [Remote host] and enter the ‘linaro’ to [Username] as shown 

in Figure 6, and then press [OK] button. 

 
Figure 6. SFTP setting 

7. Then, SFTP session is created and opened as shown in Figure 7. 

 
Figure 7. Add SFTP session and SFTP window 
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8. Click on the [SSH] button and enter the IP address to [Remote host] 

9. Check on the [Specify username] box and enter the ‘linaro’ as shown in Figure 8. 

 
Figure 8. Add SSH session 

10. After SFTP & SSH settings, you can see that two sessions, SFTP and SSH, have 

been created on the left side of the ‘MobaXterm’ screen (see Figure 9). 

 
Figure 9. Complete SFTP & SSH session setting 

* If the password box (shown in Figure 10) appears during the setting process, enter 

‘linaro’ as a password. 

 
Figure 10. Password requirement 

 

mailto:export@youngincm.com
http://www.youngincm.com
mailto:export@youngincm.com
mailto:export@youngincm.com
http://www.youngincm.com
mailto:export@youngincm.com
http://www.youngincm.com
http://www.youngincm.com
mailto:export@youngincm.com
http://www.youngincm.com


                                  How to update main&UI firmware of ChroZen GC    ChroZen GC 

 

6 
 

III. How to update the UI/Firmware of ChroZen GC 

1. Turn on the power of ChroZen GC and check the connection between GC and PC. 

2. Then, open the ‘MobaXterm’. 

 
Figure 11. MobaXterm - portable 11.1 version 

3. Double-click on the 10.10.10.88 (linaro), SFTP session. 

4. Next, double-click on the 10.10.10.88 (linaro) (1), SSH session. 

 
Figure 12. Open the both SFTP session and SSH session 

 

<Update on 10.10.10.88 (linaro), SFTP session> 

1. After opening both sessions, go to ‘10.10.10.88 (linaro), SFTP session’ window. 

2. Delete ‘images’ folder located in ‘10.10.10.88 (linaro), SFTP session’ (Figure 13). 

 
Figure 13. Delete 'images' folder 
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3. Download the latest update files by pressing the ‘DOWNLOAD’ button, then unzip 

the folder. In the folder, there are two folders and three files as follow:  

 Image folder (images) 

 Font folder (Fonts) 

 Main firmware file (ChroZenGC_Main_129) 

 UI file (youngling_r36) 

 Update file (update.bat) 

Ver. 1.0.129(36) 

 

4. Add all folders and files by ‘Drag & Drop’ as shown in Figure 14. 

 
Figure 14. Add the latest update files 

5. After adding the files (Figure 15), double-click on the ‘update.bat’ file (Figure 16). 

 
Figure 15. Uploading the latest update files... 

Main firmware version is ‘129’. 
UI firmware version is ‘36’. 
Updated: 2021.06.25. 
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Figure 16. Open the 'update.bat' file 

6. Modify (or check) the update information indicated ①-④ in Figure 17. 

* G67000039 is serial number (S/N) of ChroZen GC. 

7. Click on the ‘Save’ button (see Figure 17) and press the ‘Yes to all’ button. 

 
Figure 17. Check updated information 
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<Update on 10.10.10.88 (linaro) (1), SSH session> 

1. Open the ‘10.10.10.88 (linaro) (1), SSH session’ window. 

2. Enter the ‘chmod 777 update.bat’ and press the enter-key on the keyboard. 

3. Enter the ‘sudo ./update.bat’ and press the enter-key on the keyboard. 

 
Figure 18. Enter 'chmod 777 update.bat' & 'sudo ./update.bat' 

4. If the update proceeds successfully, the ‘succeeded’ message appears at the 

bottom of the screen (see Figure 19.). 

 
Figure 19. Update succeeded message 
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5. Enter the ‘ll’ and press the enter-key on the keyboard (see Figure 20). 

* This command is double alphabet L (small), don’t be confused with I (i) or 1.  

 
Figure 20. Enter 'll' command 

6. As shown in Figure 21, make sure the main firmware and UI files are updated with 

the latest files. 

 
Figure 21. Confirm the update is successfully finished 
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